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Customer programming
1. Press the [image: image1.bmp] then press 2

2. Enter password 5 0 5 1 then press [image: image2.bmp].

3. Display show “Prg Customer” press [image: image3.bmp] to select this option.
4. Enter customer number (4 digits) then press [image: image4.bmp] .

5. If customer number is already in memory display show “Customer found” then “Clear #?: XXXX”. Press [image: image5.bmp] to clear this customer or [image: image6.bmp] to continue to next step.
6. Enter description for this customer (15 characters) then press [image: image7.bmp] . Use [image: image8.bmp] key to enter letter.

7. Repeat step 4 to 6 for other customer.

8. Press [image: image9.bmp] to return to main menu.

9. Press [image: image10.bmp] again to quit programming menu.

Product programming

1. Press the [image: image11.bmp] then press 2

2. Enter password 5 0 5 1 then press [image: image12.bmp].

3. Display show “Prg Customer” press [image: image13.bmp] to display “Prg Product” then press [image: image14.bmp] to select this option.

4. Enter product number (3 digits) then press [image: image15.bmp] .

5. If product number is already in memory display show “Product found” then “Clear #?: XXX”. Press [image: image16.bmp] to clear this product or [image: image17.bmp] to continue to next step.

6. Enter description for this product (15 characters) then press [image: image18.bmp] . Use [image: image19.bmp] key to enter letter.

7. Repeat step 4 to 6 for other product.

8. Press [image: image20.bmp] to return to main menu.

9. Press [image: image21.bmp] again to quit programming menu.

Destination programming

1. Press the [image: image22.bmp] then press 2

2. Enter password 5 0 5 1 then press [image: image23.bmp].

3. Display show “Prg Customer” press [image: image24.bmp] twice to display “Prg Destination” then press [image: image25.bmp] to select this option.

4. Enter destination number (3 digits) then press [image: image26.bmp] .

5. If destination number is already in memory display show “Destin. found” then “Clear #?: XXX”. Press [image: image27.bmp] to clear this destination or [image: image28.bmp] to continue to next step.

6. Enter description for this destination (15 characters) then press [image: image29.bmp] . Use [image: image30.bmp] key to enter letter.

7. Repeat step 4 to 6 for other destination.

8. Press [image: image31.bmp] to return to main menu.

9. Press [image: image32.bmp] again to quit programming menu.
Time and Date programming

1. Press the [image: image33.bmp] then press 2

2. Enter password 5 0 5 1 then press [image: image34.bmp].

3. Display show “Prg Customer” press [image: image35.bmp] three times, display show “Prg Time/Date”  press [image: image36.bmp] to select this option.

4. Enter hour then press [image: image37.bmp].

5. Enter minutes then press [image: image38.bmp].

6. Enter month then [image: image39.bmp].

7. Enter day then [image: image40.bmp].

8. Enter year (4 digits) then [image: image41.bmp].

Password modification

1. Press the [image: image42.bmp] then press 2

2. Enter password 5 0 5 1 then press [image: image43.bmp].

3. Display show “Prg Customer” press [image: image44.bmp] four times, display show “Modify PASSWORD”  press [image: image45.bmp] to select this option.

4. Display will show “New PassWord”, enter the new password to access configuration menu then press [image: image46.bmp].

5. When display show “Verify”, enter the password again the press [image: image47.bmp].

6. New password is save in memory.

System utilisation

Performing dual tare before weighing:

Press [image: image48.bmp] key.

Select if it’s for a front or rear tare by pressing 1 for FRONT and 2 for REAR. You can also select 3 if vehicle is completely on scale.

After selecting FRONT or REAR, indicator will wait to complete the tare. Press [image: image49.bmp] when the other part of the vehicle is on scale.

1. When display show “ENTER TO START” press [image: image50.bmp] to start a transaction.

2. Enter customer number then press [image: image51.bmp].

3. Customer description is show briefly.

4. Enter product number then press [image: image52.bmp].

5. Product description is show briefly.

6. Enter destination number then press [image: image53.bmp].

7. Destination description is show briefly.

8. Display will show “GROSS 1=FRONT 2=REAR 3=BOTH ESC=QUIT”

9. If you have previously done a dual tare operation you have to do another dual weighing operation. Select what part of the vehicle is on scale by pressing 1 for FRONT and 2 for REAR. When vehicle have move to place is other part press [image: image54.bmp].

10. When you press [image: image55.bmp] key, all information are transfer to a file name transact.csv.  You can’t clear this file in instrument, if you when to erase all information in this file, you must replace this file by an empty file.
Key utilisation


[image: image56.bmp]
Quit transaction mode


[image: image57.bmp]
Enter manual tare you select 1=FRONT 2=REAR 3=BOTH

[image: image58.bmp]
Enter auto tare you select 1=FRONT 2=REAR 3=BOTH

[image: image59.bmp]
Clear tare


[image: image60.bmp]
Zero scale
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